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1
MODULAR SOLAR RECEIVER AND SOLAR
POWER PLANT COMPRISING AT LEAST
ONE SUCH RECEIVER

FIELD OF THE INVENTION AND STATE OF
THE RELATED ART

The present invention relates to a solar receiver and a
concentrating solar power plant comprising at least one such
receiver, more specifically a solar power tower.

Concentrating solar thermal technology consists of using
solar radiation to heat a heat transfer fluid acting as a heat
source in a thermodynamic cycle. Concentration makes it
possible to reach temperatures of varying levels and thus
benefit from varying degrees of thermodynamic conversion
efficiency.

Typically, there are four categories of Concentrating Solar
Power (CSP) systems: line-focus parabolic trough collectors,
linear Fresnel concentrators, central receiver tower systems
and mobile-focus parabolic receivers.

A solar power tower particularly comprises a solar receiver
receiving solar radiation transmitted by mirrors referred to as
heliostats. The solar receiver is the site where the solar radia-
tion is converted into sensible heat. It acts as a heat exchanger
wherein the heat is taken up exclusively in the form of radia-
tion absorbed by a panel and diffused by conduction in the
inner exchanger structure. The heat transfer fluid or heat
exchange fluid flows in the inner structure and is heated by
convective exchange.

A receiver particularly comprises an absorber wherein the
fluid to be heated flows. Frequently, an absorber structure
comprises a plurality of juxtaposed tubes wherein the transfer
fluid flows, a portion of the surface of these tubes receiving
the solar radiation. This technique is particularly suitable
when the transfer fluid is a liquid, such as liquid water, oil or
molten salts. On the other hand, in the case of gas, such as
water vapour or air, the exchange coefficient at the panel
drops, the illumination of one face of the tubes by the high
solar flux gives rise to a significant difference in temperature
between the illuminated face and the rear face, hence defor-
mations potentially resulting in tube rupture.

Furthermore, the solar receiver is subject to very harsh
conditions. Indeed, it is subject to a high operating tempera-
ture, thermal gradients through the inner structure thereof due
to the conductive transfer of a high heat flux, and rapid wide-
ranging temperature variations, particularly during cloudy
spells.

Consequently, it is subject to expansions. However, these
expansions may be become very restrictive in the case of
receivers consisting of a single large plate.

Moreover, in the case of a large dimensional receiver, the
receiver is not subject to homogeneous illumination over the
entire surface thereof, indeed, there are high-flux areas sub-
ject to high heating, and low-flux zones subject to lower
heating. Consequently, the fluid circulating in the receiver is
not subject to homogeneous heating. Differential expansions
thus arise, which are liable to be detrimental to the receiver
structure. Moreover, the use of the receiver is not optimal.

Consequently, one aim of the present invention is that of
offering a solar receiver which is relatively robust in respect
of expansion. A further aim is that of offering a solar receiver
wherein the heating of the fluid is optimised.

DESCRIPTION OF THE INVENTION

The aim mentioned above is achieved by a solar receiver
consisting of a plurality of absorber modules each comprising
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2

aspecific fluid circuit. The modules form a paving suitable for
free expansion of each of the modules. Since the absorber
modules have a smaller surface area with respect to an
absorber according to the prior art, the surface of each module
is subject to a more homogeneous flux. The module circuits
are connected to each other.

Particularly advantageously, the fluid supply of the mod-
ules may be adapted according to the flux received. In the case
of' a module situated in a high-flux area, it may be supplied
with cold fluid, and in the case of a module situated in a
low-flux area, the module may be supplied with the fluid
preheated in the module situated in the high-flux area. The
temperature of the entire receiver is more homogeneous and
the thermomechanical stress is reduced.

More generally, due to the modular design, any type of
fluid circuit may be envisaged according to requirements
and/or operating conditions.

Moreover, this modular design enables easier mainte-
nance, since it is simply necessary to replace the defective
module and not the entire receiver. Module replacement is
quick and a full shutdown of the solar power plant may be
reduced. In addition, it is possible to envisage having a few
modules in stock for repairs, whereas it is inconceivable to
have a full receiver in advance.

Advantageously, the fluid connections are made on the rear
face of the modules, i.e. in a “cold” area of the module.
Besides the fact that the thermomechanical stress is reduced,
this connection makes it possible to optimise the effective
surface area of the modules, preventing a loss of surface area
by the presence of the connections in the areas exposed to the
flux.

For example, the plurality of unitary absorber elements of
the solar receiver according to the present invention is dis-
tributed into a plurality of groups, the absorber elements of
one group are thus supplied by a fluid distributor and form a
stage and the other groups each forming a stage are supplied
in series. It is thus possible to adapt the surface area of each
stage to the solar flux distribution provided by the mirror field.
Advantageously, the solar receiver according to the invention
may consist of a plurality of absorber modules connected in
series, each stage consisting of modules connected in parallel.

The subject-matter of the present invention is thus a ther-
mal power plant solar receiver comprising a plurality of
absorber modules, each absorber module comprising at least
one face to be illuminated by a solar flux, wherein the mod-
ules are arranged side by side forming a paving, a sufficient
gap being provided between the adjacent absorber modules
s0 as to prevent contact between absorber modules in the
event of expansion, each absorber module further comprising
a specific fluid circuit wherein a fluid to be heated by the solar
flux is intended to flow, the fluid circuits of the absorber
modules being connected to each other. Very preferentially,
the fluid network of each absorber module comprises tubes
substantially parallel to the face, each comprising a fluid
supply inlet and discharge outlet, said inlets and outlets open-
ing into a face of the absorber module opposite the face to be
illuminated, and the fluid circuits of the absorber modules
being connected to each other such that the fluid flows at least
between a first absorber and a second absorber.

Advantageously, the absorber modules are oriented with
respect to each other such that the solar flux gradient on each
absorber module is limited. For example, the absorber mod-
ules are oriented so as to define concentric areas from a
central area of the receiver.

The receiver according to the invention may comprise sup-
ply connectors and discharge connectors connected to the
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absorber module inlets and outlets, at least the supply con-
nectors being expansion loops.

The tubes are advantageously embedded in a matrix having
a high heat conductivity coefficient.

Preferably, the absorber modules are connected in series at
least in groups of two, the groups being connected in parallel.

The absorber modules may be distributed at least into a first
and a second group, the first group forming a central area of
the receiver and the second group encompassing the first
group and forming a peripheral area of the receiver, the
absorber modules of each group being connected in parallel
and the two groups being connected in series.

The subject-matter of the present invention is also a ther-
mal power plant comprising at least one receiver according to
the present invention, a fluid supply and means for collecting
the heated fluid.

In one example of an embodiment, the first group is con-
nected at the inlet to a cold fluid supply and the second group
is connected at the outlet to a system using the fluid heated by
the receiver.

In a further example of an embodiment, the second group is
connected at the inlet to a cold fluid supply and the first group
is connected at the outlet to a system using the fluid heated by
the receiver. The modules of the second group may then have
inferior temperature resistance properties with respect to
those of the first group.

The thermal power plant according to the invention may
comprise a tower whereon the receiver is mounted and at least
one heliostat facing the receiver.

The fluid may be a gas, for example air, and the system
using the heated gas is a gas turbine.

BRIEF DESCRIPTION OF THE FIGURES

The present invention will be understood more clearly
using the following description and appended figures
wherein:

FIG. 1 is a schematic representation of the solar flux map
on an embodiment of a modular receiver according to the
present invention,

FIG. 2 is a schematic representation of a further example of
anembodiment of a modular receiver according to the present
invention,

FIGS. 3A and 3B are schematic perspective views of the
front face and the rear face, respectively, of an example of an
embodiment of the modular receiver in FIG. 2,

FIG. 4is a schematic representation of a further example of
anembodiment of a modular receiver according to the present
invention,

FIG. 5 is a schematic representation of an absorber module
alone, particularly suitable for producing a modular receiver
according to the invention,

FIG. 6 is a perspective view of a practical embodiment of a
module suitable for producing a modular receiver according
to the invention,

FIG. 7 is a graphic representation of the progression of the
temperature in ° C. of the fluid and of the panel of the module
to be illuminated if the modules situated in a high-flux area
are supplied with the cold fluid, and the modules situated in a
low-flux area are supplied with the fluid outflowing from the
modules situated in the high-flux area,

FIG. 8 is a schematic representation of a solar power plant
according to the present invention,

FIGS. 9,10 and 11 are schematic representations of various
connection modes between modules of a receiver according
to the present invention.
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DETAILED DESCRIPTION OF PARTICULAR
EMBODIMENTS

FIG. 1 shows an example of an embodiment of a modular
receiver R1 according to the present invention comprising a
plurality of modules M arranged side by side so as to form a
substantially continuous paving. A gap j is provided between
the edges of two adjacent modules so as to enable free expan-
sion of each of the modules without any risk of contact and
damage.

The gap j is dependent on the constituent materials of the
modules, more specifically of the expansion coefficients
thereof. The gap j is not necessarily identical between all the
modules, this may for example be the case if not all the
modules are made of the same material.

The gap may for example be between 1 and 15 mm, for
example in the region of 7 mm.

For example, if the modules are made of stainless steel or a
nickel-based alloy, a gap of about 7 mm equivalent to the
expansion may be provided. The gap between the modules is
suitable for calculation on the basis of the general knowledge
of those skilled in the art.

In the example shown, the paving is square.

Moreover, according to the present invention, each module
comprises its own fluid circuit shown in FIG. 3B and repre-
sented schematically by the arrows 4 in FIG. 2 of the other
example of an embodiment, enabling considerable freedom
in the embodiment of a fluid circuit.

In the example shown, the receiver R1 comprises 18 mod-
ules M.

The modules M, in the example shown, are rectangular,
and have at least one plane face 6 to be illuminated by the
solar flux.

In FIG. 1, the characteristic concentrated solar flux map of
a power tower is overlaid schematically on the receiver R1.
This map comprises substantially concentric areas, the dark-
est area receiving the maximum solar flux and the lightest
area receiving the minimum solar flux.

The area receiving the maximum flux is situated in the
centre of the map and is referenced I, and the area receiving
the minimum flux is the outermost area and is referenced VII,
the intermediate areas are referenced II to VI.

The solar power plant heliostats are oriented such that the
area I covers a central area of the receiver.

In this case, the modules M are preferably oriented such
that they encounter the lowest number of areas I to VII so as
to be subject to a relatively invariant flux. For example, the
central modules M1 are situated essentially in the area I and to
a lesser extent in the area II. Preferably, the orientation of the
modules is such that at least the majority of the modules are
not illuminated by the six areas I to VIIL.

In this way, by means of the modular embodiment accord-
ing to the invention, the modules receive fluxes of similar
intensities, and not both the maximum flux and the minimum
flux.

Alternatively, the two central modules M1 may be oriented
such that the lengths thereof extend parallel to the axis Y and
offer identical operation to the arrangement in FIG. 1.

Hereinafter in the description, a distinction will be made
between two categories of areas, high-flux areas and low-flux
areas.

Obviously, the greater the number of modules, and as such
the smaller the surface area thereof, the lower the lack of
homogeneity of the flux at the surface of each module. This
increases the precision of the limits between the regions
defined by the modules and it is thus possible to approximate
the shape of the different flux areas.
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It is also possible to envisage having modules of various
shapes in the same receiver so as to enhance precision further.

However, for economical and practical design reasons,
since each module has a specific fluid connection, it is gen-
erally chosen to limit the number of modules and thus have
some lack of homogeneity of the flux on some or all of the
modules. Moreover, it is generally more economical to
arrange a standard module standard instead of a plurality of
modules, even if the receiver operation is not optimal.

For example, the modules are positioned on a support
frame provided with cross-beams so as to bear the load of
each of the modules. The modules are preferentially not rig-
idly connected to the support to limit problems associated
with a difference in heat expansion between the module mate-
rial and that of the support frame. For example, the modules
are positioned on the support, and the fluid supply and fluid
discharge tubes provide system flexibility.

Preferably, the tubes are heat-insulated to reduce heat loss
at the connections between the modules. The heat insulation
is of a type known to those skilled in the art.

For example, each module comprises a layer of tubes par-
allel to the illuminated face and to each other.

Inthis case, it is possible to envisage specifically supplying
each module according to the solar flux illuminating same.

The fluid circulating in the modules and between the mod-
ules is a pressurised fluid, for example at least above 5 Bar,
this pressurised circulation being suitable for controlling the
distribution of the fluid throughout the trajectory thereof con-
tained in the interconnected tubes.

For example, it is possible to envisage supplying the mod-
ules situated in the high-flux areas with cold fluid and sup-
plying the modules situated in the low-flux areas with the
fluid outflowing from the high-flux areas.

In this way, for example, the modules situated in the high-
flux areas are connected in parallel to a source of cold fluid,
and are connected in series with the modules situated in the
low-flux areas.

FIGS. 2, 3A and 3B show a further example of an embodi-
ment of a modular receiver R2 according to the present inven-
tion.

FIG. 3A shows the receiver from the side of the face thereof
intended to receive the solar flux, and FIG. 3B shows the
receiver from the side of the fluid connections between the
receiver modules on the rear face of the receiver.

As seen in FIG. 1 representing the flux map also applicable
to the receiver R2, the high-flux area is situated at the centre
and the low-flux area is situated at the outside. The receiver
R2 has a simplified distribution with respect to that of the
receiver in FIG. 1.

The receiver R2 comprises a total of 18 modules, eight
modules M1 are situated at the centre in the high-flux area and
ten modules M2 are situated at the outside surrounding the
modules M1 in the low-flux area. It is thus possible to envis-
age the eight modules M1 being connected in parallel and
connected in series with the ten modules M2. In the example
shown, the supply of the modules M1 is provided at the centre
of the receiver.

The distribution of the modules of the receiver R2 is suit-
able for reproducing the distribution of the solar flux on the
receiver. This distribution makes it possible to enhance the
operation of the receiver substantially with respect to that of
receivers according to the prior art.

FIG. 3B shows an example of a fluid connection circuit
between the modules of the receiver R2.

The fluid circuit comprises a conduit 16 for supplying the
modules M1, which are supplied in parallel, two ducts 18.1,
and 18.2 for collecting the heated fluid outflowing from the
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modules M1. Each collection duct 18.1, 18.2 collects the
heated fluid from four modules M1, and redistributes same in
four modules M2 in parallel via sub-ducts 20.

The outlet fluid from the modules M2 is collected via two
ducts 22.1, 22.2, connected via a main duct 24 grouping
together all the heated fluid outflowing from the receiver. This
main duct 24 is connected for example to an area for storing
the heated fluid with a view to the use thereof.

FIGS. 9,10 and 11 show examples of connection between
the modules M1 situated in a high-flux area and the modules
M2 situated in the low-flux area.

In FIG. 9, the modules M1 are all supplied in parallel. At
the outlet of the modules M1, the heated fluid in each module
M1 is collected in parallel and is mixed so as to homogenise
the temperature of the fluid before resupplying each of the
modules M2 in parallel. The heated fluid in the modules M2
is also collected in parallel. This connection mode offers the
advantage of homogenising the temperature of the fluid
between each flux area.

FIG. 10 shows a further example of connection of the
modules M1 and M2.

In this example, module sub-groups are created, in particu-
lar each flux area comprises eight modules, two sub-groups
G1, G1' of four modules M1 are produced in the high-flux
area, and two sub-groups G2, G2' of four modules M2 are
produced in the low-flux area.

The two sub-groups G1, G1' are supplied in parallel, the
modules in each sub-group are supplied in parallel.

Each sub-group G1, G1' is connected in series to a sub-
group G2, G2', and the modules M2 of each of the sub-groups
G2, G2' are supplied in parallel.

The fluid at the outlet of the sub-groups G2, G2'is collected
in parallel and the fluids collected in each of the sub-groups
are mixed.

FIG. 11 shows a further example of connection, wherein
the modules M1 are supplied in parallel and each module M1
is connected in series with a module M2, the fluid at the outlet
of the modules M2 is collected in parallel.

Obviously, the receiver may comprise more than two flux
areas, and consequently, the connections described in FIGS. 9
to 11 are suitable for distribution of the modules into three or
more solar flux areas.

Preferably, the connection fluid circuit architecture is such
that it generates an identical or quasi-identical fluid flow rate
between the modules. In this case, the circuit design accounts
for head losses generated by the modules and by the diameter
of the ducts selected.

As explained above, the modules are arranged side by side
so as to form a substantially continuous paving. A gap j is
provided between the edges of two adjacent modules so as to
enable free expansion of each of the modules, thus reducing
the risks of contact between the modules and the damage
thereof.

FIG. 4 shows a further example of an embodiment wherein
the receiver R3 has a circular shape and comprises two con-
centric modules, a first circular central module M1 subject to
the high flux and an annular outer module subject to the low
flux M2. A gap j is provided between the edge of the first
module and the inner edge of the second module.

Obviously, a modular receiver having any other shape and
comprising modules having any shape, for example rectan-
gular, rhombic, elliptical or of any shape, does not leave the
scope of the present invention.

FIG. 5 shows, schematically, an example of a module par-
ticularly suitable for producing a modular receiver according
to the invention.
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The module M comprises a face 6 to be illuminated by the
solar flux represented by a sun, and an opposite face 7 or rear
face which is not illuminated.

The module M comprises at least one tube 10, advanta-
geously a plurality thereof, forming the fluid circuit extending
substantially parallel to the face 6 and fluid supply 11 and
discharge 13 collectors at the inlet and outlet of the tubes 10
respectively. The fluid circulation is represented by arrows.

Particularly advantageously, the tubes 10 open into the rear
face 7 of the module and the collectors 11, 13 are also
arranged on the rear face.

In this case, the collectors 11, 13 are not subject to the solar
flux, the temperature stress is thus reduced, limiting the risks
of' damage thereof. In this case, the collectors may be made of
materials having a lower temperature resistance and generally
a lower cost price. Moreover, if the collectors were to be
connected to the tubes by soldering, the risks of leakage are
reduced.

Moreover, arranging the tube outlets and the collectors on
the rear face makes it possible to increase the effective surface
area of the receiver. Indeed, as seen in FIGS. 1 and 3, almost
all the surface of the receiver facing the solar flux is used for
transmitting the energy from the solar flux to the fluid. Indeed,
the entire surface of the receiver consists of the faces 6 of the
modules, apart from the spaces between the modules forming
idle areas; however, the width thereof may be optimised so as
to reduce the surface areas thereof.

Also advantageously, it is envisaged for the connection
between the tubes 10 and the outer fluid circuit to be suitable
for absorbing the differential expansions between the mod-
ules. Expansion bellows may be used for this purpose.

More advantageously, supply tubes are produced, directly
having a shape suitable for doing away with the need for
expansion joints, for example acting as expansion bends. The
collection tubes may also act as expansion loops; however,
the expansion problem is less severe since they are traversed
by a heated fluid and are also subject to expansion.

FIG. 6 shows a further example of a module M’ particularly
suitable for producing a modular receiver according to the
present invention. In this example, the module comprises a
plurality of tubes 10 distributed into layers embedded in a
matrix 12 having very good heat conduction greater than 100
W/n/K, the layers being stacked in a normal direction with
respect to the illuminated face 6.

The matrix comprises at least one metal or metal-based
alloy, preferably a metal or metal alloy based on copper
and/or aluminium.

Alternatively, the core may be made of magnesium, silver,
gold, zinc, tungsten.

The alloys may be brass, bronze, Al/Si and Al/Cu alloys,
Monel (70Ni-30Cu), copper-based composites with alumina
dispersoids (Glidcop).

As in the example of a module in FIG. 5, the tubes 10 open
onto the rear face 7 of the module. This example offers the
advantage of reducing the temperature gradient within the
module and of reducing the effects of the passage of a cloud
causing the solar flux to disappear. The matrix 12, which
stores heat when the solar flux illuminates the module,
releases this heat when the flux disappears, providing a pro-
gressive decline in the temperature of the fluid outflowing
from the module and the components of the module per se.
The thermomechanical stress within the module is reduced
and the temperature variations of the temperature variations
of the fluid and the downstream components are smoothed.
The matrix is received in an enclosure having a high tempera-
ture resistance.
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Due to the geometric modularity of the receiver, it is pos-
sible to adapt the module according to the solar flux wherein
it is situated. The modules situated in the high-flux area are
made of one or more high temperature-resistant materials,
whereas those situated in the low flux area may be made of
materials resistant to lower temperatures. The production cost
associated with the module materials may then be generally
reduced.

Due to the modularity of the receiver, it is possible to
produce different fluid circuits and thus optimise the design of
the modules according to requirements and the sought or
required operating conditions.

Hereinafter in the description, a receiver consisting of
modules as shown in FIG. 6 will now be discussed. The panel
in question is that bearing the face 6 illuminated by the flux.

Ifthe inlet fluid supplies the module situated in the low-flux
area, the panel temperature is moderate. Typically with a fluid
inlet temperature of 300° C., the panel temperature is in the
region of 550° C. A stainless steel may be used to produce the
module. On the other hand, the module situated in the high-
flux area is supplied with a fluid already preheated by the
module situated in the low-flux area and, due to the exposure
to the high flux, the panel temperature reaches approximately
1000° C.

Different materials between modules may be chosen,
based on the flux area wherein it is situated. Taking into
consideration that the cost price of a less heat-resistant mate-
rial is generally lower than a more temperature-resistant
material, the production cost of the receiver may be opti-
mised.

FIG. 7 shows the progression of the temperature T in ° C. of
the fluid or the module panel bearing the face 6 when the cold
fluid supplies the modules situated in the high-flux area and
the modules situated in the low-flux area are supplied by the
fluid outflowing from the modules situated in the high-flux
area.

E1 refers to the module inlet in the high-flux area; S1 refers
to the module outlet in the high-flux area; E2 refers to the
module inlet in the low-flux area; and S2 refers to the module
outlet in the low-flux area.

The temperature of the module panel situated in the high-
flux area is shown by curve C.

The temperature of the module panel situated in the low-
flux area is shown by curve D.

The temperature of the fluid circulating in the module
situated in the high-flux area is shown by curve A.

The temperature of the fluid circulating in the module
situated in the low-flux area is shown by curve B.

It is noted in this example of fluid supply that the module
panel temperatures are quasi-identical.

Itis then possible to use modules having the same tempera-
ture resistance properties. In this specific case, the maximum
module temperature is 900° C., nickel-based alloys may then
be used.

Obviously, the receiver according to the present invention
may have any type of fluid connection, for example but not in
a limiting manner:

all the modules may be supplied in parallel by a cold fluid
source, regardless of the flux received by each module,

as described above, it is possible to envisage supplying the
modules situated in the high-flux area with the cold fluid in
parallel, the modules situated in the low-flux area being sup-
plied by the fluid outflowing from the modules situated in the
high-flux area; or
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as also described above, supplying the modules situated in
the low-flux area with the cold fluid in parallel, the modules
being supplied by the fluid outflowing from the modules
situated in the low-flux area.

Alternatively, it may be advantageous to connect two or a
plurality of modules in series and connect groups of modules
connected in series in parallel. For example, if the receiver
comprises 16 modules, pairs of modules are advantageously
connected in series so as to no longer have merely 8 connec-
tions in parallel, making it possible to reduce the flow rate
disparities between the modules and thus reduce the risk of
the appearance of hot spots. Moreover, fluid distribution is
enhanced since the head losses are increased with respect to
16 parallel connections. While connecting modules in series
makes it possible to reduce the risks of poor fluid distribution
with respect to an entirely parallel arrangement, it is advisable
to re-mix the fluid outflowing from the modules M1 such that
the fluids supplying the modules M2 have identical tempera-
ture levels, as represented schematically in FIG. 9.

With the present invention, it is possible to obtain a fluid
outflowing from the modules with similar temperatures,
which is not the case with receivers according to the prior art
consisting of tubes arranged side by side, from one edge to an
opposite edge of the receiver. Indeed, each tube does not
receive the same flux, which varies along the length of each
tube, the temperatures of the fluid outflowing from each tube
varying considerably, which may be detrimental to the down-
stream elements from the receiver. Re-mixing at the outlet of
the modules M1 is thus of particular interest to prevent dam-
age on the downstream elements.

Moreover, the modular receiver according to the present
invention offers the advantage of involving simplified main-
tenance. Indeed, if a module is defective, for example in the
event of leak, it may be replaced individually, without requir-
ing replacement of full receiver. Furthermore, this replace-
ment reduces the shutdown time of the solar power plant
considerably. Besides the reduced repair cost, the service
time is reduced substantially, particularly as it is possible to
have some modules in stock, unlike a full receiver.

The receiver according to the present invention also offers
the advantage of being easily adapted to modify the output
thereof. Particularly when producing receivers having higher
outputs, it is simply necessary to increase the number of
stages and the number of modules per stage.

FIG. 8 shows a schematic representation of a solar power
tower according to the present invention comprising a
receiver R1 according to the present invention mounted at the
top of a tower 22 surrounded by heliostats 24 facing the
receiver and returning a concentrated solar flux F to the
modular receiver R1.

The receiver is for example connected to a gas turbine and
supplies it with hot gas.

The invention claimed is:

1. A solar receiver for a thermal power plant comprising:

a plurality of absorber modules, the modules being

arranged side by side forming a paving which receives
solar radiation concentrated according to a predeter-
mined solar flux map which provides relatively higher
solar flux to a first absorber module at a first position in
the paving and a relatively lower solar flux to a second
absorber module at a second position in the paving, a
sufficient gap being provided between adjacent absorber
modules so as to prevent contact between absorber mod-
ules in event of expansion, each absorber module com-
prising:
at least one face configured to be illuminated by a solar
flux;
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its own fluid circuit in which a fluid to be heated by the
solar flux is configured to flow, the fluid circuits of the
absorber modules being connected to one another;
wherein the fluid circuit of each absorber module com-
prises tubes substantially parallel to the face, each com-
prising a fluid supply inlet and discharge outlet, the
inlets and outlets opening into a face of the absorber
module opposite the face to be illuminated, and
wherein the fluid circuits of the absorber modules are con-
nected to a fluid supply and to each other such that the
fluid flows to the first absorber and the second absorber
based on relative temperature of the fluid and a position
of the first and second absorber modules in the paving.

2. A solar receiver according to claim 1, wherein the
absorber modules are oriented with respect to each other such
that a solar flux gradient on each absorber module is limited,
the absorber modules being oriented so as to define concen-
tric areas from a central area of the receiver.

3. A solar receiver according to claim 1, wherein the tubes
are embedded in a matrix having a high heat conductivity
coefficient.

4. A solarreceiver according to claim 1, further comprising
supply connectors and discharge connectors connected to the
absorber module inlets and outlets, at least the supply con-
nectors being expansion loops.

5. A solar receiver according to claim 1, wherein the
absorber modules are connected in series at least in groups of
two, the groups being connected in parallel.

6. A solar receiver according to claim 1, wherein the
absorber modules are distributed at least into a first group and
a second group, the first group forming a central area of the
receiver and the second group encompassing the first group
and forming a peripheral area of the receiver, the absorber
modules of each group being connected in parallel and the
two groups being connected in series.

7. A thermal power plant according to claim 2, wherein the
absorber modules are distributed at least into a first group and
a second group, the first group forming a central area of the
receiver and the second group encompassing the first group
and forming a peripheral area of the receiver, the absorber
modules of each group being connected in parallel and the
two groups being connected in series, and wherein the first
group is connected at an inlet to a cold fluid supply and the
second group is connected at an outlet to a system using fluid
heated by the receiver.

8. A thermal power plant comprising:

at least one receiver according to claim 1; and

a fluid supply and means for collecting a heated fluid.

9. A thermal power plant according to claim 8, wherein the
absorber modules are distributed at least into a first group and
a second group, the first group forming a central area of the
receiver and the second group encompassing the first group
and forming a peripheral area of the receiver, the absorber
modules of each group being connected in parallel and the
two groups being connected in series, and wherein the second
group is connected at an inlet to a cold fluid supply and the
first group is connected at an outlet to a system using fluid
heated by the receiver.

10. A thermal power plant according to claim 9, wherein
the modules of the second group have inferior temperature
resistance properties with respect to the modules of the first
group.

11. A thermal power plant according to claim 8, further
comprising a tower on which the receiver is mounted and at
least one heliostat facing the receiver.
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12. A thermal power plant according to claim 8, wherein
the fluid is a gas, or is air, and the system using the heated gas
is a gas turbine.

12



